
No. Part Pcs. Materials

1 Body 1 PVC, PP, PVDF 

2 Bonnet 1 PPG 

3 Diaphragm 1 Te�on ® PTFE
bonded EPDM

4 Sping Plate 1 Ca dium plated
Steel 

5 Spring 2 304 SS 

6 Ball 1 304 SS  

7 Set Screw 1 304 SS  

8 Adjustment Nut 1 304 SS 

9 Pressure Plate 1 Ca dium plated
Steel  

10 Cylindric Screw 4 304 SS 

11 Washer 4 304 SS 

12 Nut 4 304 SS 

13 Connection Ends 2 PVC, PP, PVDF   

14 Union Nut 2 PVC, PP, PVDF

15 O-Ring 2 EPDM, Viton ®
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Temperature Ranges: PVC 0 to 50°C (32 to 122°F), PP –20  to 70°C (–4 to 158°F), PVDF –40  to 100°C (–40 to 212°F).
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† True Union bodies come standard with threaded ends. Socket union are also available.
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PVC PP PVDF

SB 17 Back Pressure/Relief Valves

Ends UT – True Union Threaded US – True Union Socket

Example: Chemline SB 17 Series, PVC, 3/8" diameter, Te�on bonded EPDM diaphgram, EPDM
O-rings, True Union threaded ends.

ASB17 003 E UT

Body Material A – PVC B – PP K – PVDF

Size 002 – 1/4" 003 – 3/8"

O-Ring E – EPDM V – Viton ®

Chemline Mini Back
Pressure/Relief Valve
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